
•  4 Sided Rotary Display Stand

•  5 Sided Rotary Display Stand

•  Single Sided Stand with Header
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SUPPLIED WITH EURO HOOKS • ALL PRODUCTS COMPLETE WITH HEADER CARD AND BARCODE



4 Sided Rotary Display Stand

4 sided rotary mesh panel unit with 120mm x 
25mm mesh grid.

Each side has a display area of 1065mm x 
505mm, giving a total display area of 1065mm 
x 2020mm

Total stand height: 1820mm

Width/Depth:  660mm

• White Finish
• Metal base with castors
• Header card holder included
• Manufactured in the UK
• High quality build
• Supplied with Euro hooks.

Header card holder 120 x 25mm Mesh Grid

Supplied with Euro Hooks

www.miletasigns.co.uk

Floor space required with 150mm Euro hooks 
attached (approx):
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5 Sided Rotary Display Stand

5 sided rotary mesh panel unit with 50mm x 
25mm mesh grid.

Each side has a display area of 205mm 
x 1065mm, giving a total display area of  
1025mm x 1056mm.

Total stand height: 1620mm

Width/Depth:  315mm

• Silver Finish
• Plastic base with castors
• Header card holder  included
• Manufactured in the UK
• High quality build
• Supplied with Euro hooks.

Floor space required with 150mm Euro hooks 
attached (approx):
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Header card holder 50 x 25mm Mesh Grid

Supplied with Euro Hooks
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630mm
diameter



Single Sided Stand with Header

With a beautiful curved header which attracts 
customers from a distance. Just add your 
branding! We recommend vinyl graphics for a 
flawless finish.

Mesh is not suitable for heavy duty tools.

The frame splits in to two sections. The feet 
and header are detachable. 

Stand Dimensions:
Height: 1855mm
Width: 600mm
Depth: 432mm (105mm gap to wall)

Header Dimensions:
Height: 200mm
Width: 645mm

Mesh Display Area Size:
Height: 1525mm
Width: 559mm

Supplied with Euro Hooks Can also be supplied with 
wire baskets

www.miletasigns.co.uk
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Floor space required with 150mm Euro hooks 
attached (approx):

600mm


